


*815 THERMICULITE FERRULES COME 1/8” (3mm) THICK, FERRULES MUST BE STACKED MINIMUM 3 HIGH TO ACHIEVED PROPER THICKNESS

815 THERMICULITE INSULATED FERRULE
13.5MM ID X 50.5MM OD X 9.5MM THK
PN: SDS‐135X505X95TRM
DETAIL 57‐F

815 THERMICULITE INSULATED FERRULE
13.5MM ID X 20.6MM OD X 9.5MM THK
PN: SDS‐135X206X95TRM
DETAIL 57‐E





UPTAKE SECTIONS AND EXPANSION JOINT FLANGE – 10 EACH
IAW DRAWING DETAIL 36‐F 
FULL FACE GASKET 
MATERIAL: GRAFTECH GRAPHOIL GRADE GHR or EQUAL
6 DOVE TAILED PCS PER GASKET 
PN: SDS‐36F2400‐3125SS





ANCHOR FOUNDATION FLANGE – 2 EACH
IAW DRAWING DETAIL 44‐F 
FULL FACE GASKET 
MATERIAL: GRAFTECH GRAPHOIL GRADE GHR or EQUAL
6 DOVE TAILED PCS PER GASKET 
PN: SDS‐44F2248‐3125SS




